LinearPlasma

Plasma Surface Modification

Surface treatment of thick and
sensitive materials

The SOFTAL developed and patented LinearPlasma
Technology provides theadvantage of allowing
surface treatment of extremely thick materials up
to2metreswideinaneconomical way.The Plasma
isdirected only to the surface of the material being
treated. Thereisno Plasmadischarge createdinthe
hollow parts of the material, and asaresultnoozone
isgenerated within the material. Hence, surface
treatmentof hollow structured materials, for example
extruded hollow board, foam and honeycombed mate-
rialsis made possible.Unlike classic coronatreatment
therearenolocalized parasiticdischargescreatedin
the LinearPlasma. This permits surface modification
of sensitive materialsand very thin coatings.

Adhesion guaranteed!

Product features

Innovative technology
LinearPlasma combines the advances of Corona with
Plasmajettechnology.

Unlimited material thickness
No counterelectrodeisrequired which restricts the
maximum thickness of substrate material.

Gentle treatment of your material

Streamersand parasiticdischarges are not generated
with LinearPlasma preventing damage to material
surfaces or perforation.

Treatment of thermally sensitive materials
The low power possible with LinearPlasma facilitates
treatment of thermally sensitive materials.
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LinearPlasma LPF/LPP

« LinearPlasmatreatment of 10 mm thick foam. « FullimageofalinearPlasmastation.

Technical features Technical Data

- Treatment of materials with unlimited thickness. ]
Type of electrode Ceramic (KB4)

« Treating width up to 2000 mm.
Number of 1(standard)

- Low thermal stress of the treated material due to electrodes

highly efficient LinearPlasma electrode. .
Width of treatment max.2m

- Singleordoubleside treatment.

. Compactdesign, that can beeasilyintegratedinto
your manufacturing process. @ o

. Special ceramicisolatorassemblies toensure 8 ;
optim um hlgh voltage isolation. Improved dyeing No more wet chemicals Low operating cost

. Stable plasma gap with adjustmentat each side

frame. é &

- Complete ozone extraction directly though each

e | ectro C| e h ousin g Improved adhesion High wettability Custom—lengineered
solutions
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SOFTAL Quality Environmentally friendly Uninterrupted operation
process

&

- Ozone extraction monitor.

Options
Potential free treatment, high voltage transformer

mounted to theside frame, central plasma gap
adjustmentatthe operatorside of the station.
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